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§85.1405

which the operator is claiming addi-
tional emission reductions under
§85.1403(c)(2)(iii)(E), purchase records
for fuel additives required for use with
equipment, and purchase records for
fuels, other than diesel fuel, which are
used with dual-fueled engines.

(b)(1) Any operator subject to the re-
quirements under this section shall
provide any EPA Enforcement Officer,
upon presentation of credentials during
operating hours, access to the fol-
lowing:

(i) Any facility where records re-
quired to be maintained under this sec-
tion are generated or stored.

(ii) Any facility where engine re-
building or replacement takes place.

(2) Upon admission to any facility re-
ferred to in paragraph (b)(1) of this sec-
tion, any EPA Enforcement Officer
shall be allowed:

(i) To inspect and make copies of
records required to be maintained
under this section.

(ii) To inspect and photograph any
urban bus and engine subject to the
standards set forth in §85.1403 of this
subpart.

(iii) To inspect and monitor any ac-
tivity related to the rebuilding or re-
placement of an engine in an urban bus
for which these regulations are applica-
ble as described in §85.1401 of this sub-
part.

§85.1405 Applicability.

The provisions of §§85.1405 through
85.1414 apply to retrofit/rebuild equip-
ment which is to be installed on or
used with 1993 and earlier model year
urban buses whose engines are rebuilt
or replaced after January 1, 1995. For
the purposes of §§85.1405 through
85.1414, ‘“‘equipment’ includes alter-
native fuels and fuel additives to be
used with urban bus engines.

§85.1406 Certification.

(a) Certification compliance shall be
demonstrated as follows:

(1) Test procedure and emission results.
The emission test to be used is the
heavy-duty engine Federal Test Proce-
dure as set forth in the applicable por-
tions of part 86 of this chapter or an ap-
proved alternative test procedure pre-
scribed under §85.1414. Certification
emission testing must be carried out
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using representative production equip-
ment as provided in paragraph (b) of
this section. The test results must
demonstrate that the retrofit/rebuild
equipment will comply with either the
particulate emission requirements of
§§85.1403(b)(1)(i) or 85.1403(b)(2)(i), or
provide some level of particulate emis-
sion reduction, and will not cause the
urban bus engine to fail to meet any
applicable Federal emission require-
ments set for that engine in the appli-
cable portions of 40 CFR part 86, pro-
vided the equipment is properly in-
stalled.

(2) Emission test engine selection. (i)
The test engine used must represent
the ‘“‘worst case’” with respect to par-
ticulate emissions of all those engine
configurations for which the retrofit/
rebuild equipment is being certified.
The worst case engine configuration
shall be the engine configuration hav-
ing the highest engine-out particulate
matter emission levels, when properly
maintained and used, prior to installa-
tion of the retrofit/rebuild equipment.
EPA reserves the right to request data
or information showing that the par-
ticulate emission reduction efficiency
of the retrofit/rebuild equipment being
certified under this paragraph, for use
with more than one engine family, does
not vary significantly among the en-
gine families.

(ii) The results of certification tests
using the worst case engine selections
made in this section shall be applicable
for the other engine configurations for
which the retrofit/rebuild equipment is
designed.

(iii) The worst case test engine se-
lected for certification emission test-
ing is not required to meet Federal
emission standards before the retrofit/
rebuild equipment is installed. How-
ever, each test engine shall have rep-
resentative emissions performance that
is close to the standards and have no
obvious or suspected emission defects.
Each test engine shall be tuned prop-
erly and set to the engine manufactur-
er’s specifications before testing is per-
formed. Any excessively worn or mal-
functioning emission related part shall
be repaired or replaced with a new part
prior to testing.

(iv) To demonstrate compliance with
the particulate emission requirements
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